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co TION DETAILS
A. Install 10’ (18" breakaway coupling foundation STD No. 801.01-01) . Countdown pedestrjan
gégnol head, audible pushbuH(I)n gé-i)-h pedestrian education sign as shown. (Note: 1-37, GENERAL NOTES:
polyvinyl chloride (Schedule bend. ) 1. All underground utilities shown on these plans are schematic only and b -
B. Install 10’ (18" breakaway coupling foundation STD No. 801.01-01) . Countdown pedesirig oy not be complete. The contractor shall be responsible for notifying
signal heads., audible pushbutton with pedestrian education sign as shown. (Note: 1-37, MISS UTILITY” prior to construction so that all utllities may be |ocated
90°polyvinyl chloride (Schedule 80) bend.) In the fleld. If the contractor perceives that a conflict between the
utilitles and the traffic slgnal will occur. the contractor shall notify
C. Install 5'(18” breakaway coupling foundation STD No. 801.01-01) pedestal pole with APS the project engineer immediately so that the conflict may be resolved.
pushbutton and pedestrian education sign. (Note: 1-3° 90° polyvinyl chloride (Schedule 80) bend).
" . . ) 2. All Traoffic Signal Foundations shall be Installed at the Final Sidewalk ————
D. Install 3” polyvinyl chloride electrical conduit (Schedule 80) (trenched). or Curb grade gor' closed sections. Highest Roadway Profile Grade for PEPCE RI1GHT OF WAY LINE | —
PR . . en sections. to meet clearances as specified in MD 816.03., MD 818.01, R =
E. Install 127 white, heat applied permanent preformed thermoplastic pavement marking (crosswalk/crosshatching). 818.02, and MD 818.04 The contractor shall verify ultimate grades NO NUMBE
F. Install 24” white. heat applied permanent preformed thermoplastic pavement marking (stopline). prior to the installation of all signal equipment.
. . . 3. All pavement markings detalled are proposed and are to be instalied in
G. Remove existing pavement markings (stopline}. accordance with SHA standards. All crosswalks shall be centered on o
H. Remove existing handicapped ramp and install proposed parallel handicapped ramp with detectable handlcap ramps or median cut throughs. INSET “A 5 L
warning surface (Std. No. MD 655.40). 4. Poles are to be located so that they can be activated by a person In g CURB & GUTTER DETAIL r SHA No: BW9IIGMSS .~ .~
J. Existing underground electrical service by PEPCO to be maintained. wheelchair from a 60“x 60" level landing area. A level landing ared is an WD 117 @ Kingsview Drive |
area with a cross slope of less than or equal to 2% " B} IR T . R
K. Install d |lel handi d (S+d. No. MD 655.12) with detectable warning surface - 35’ , ! o ‘ ‘ '
(gid? No?r38°§§s.58'§? el handicapped ram ° v o° ‘e 5. If the location of Accessible Pedestrian Signal Pushbuttons must be changed - FLAT 5 |  POINT OF GUTTER
the contractor shall notify the Project Engineer to get approval for new AREA CURVE /' PAN
L. Install curb and gutter as shown (see inset “A”). Remove existing shoulder material and backfiii location to ensure proger requirements of the MUTCD are still met. All work 60'r L J
behind curb as needed. nushbe halted unzl | i+ e Pl;'oj ec? Eglrn?ardhas obtained an approved location ‘ llll “ T T = —
or necesary a design waiver 1s ained. :
M. Remove existing curb and gutter. .‘\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ .- E D ICAR STATE OF MARYLAND
. 6. Pushbutton 1s to be located so that a pedesirian in a wheelchair located on s L = \A | | |F———7 — RAMP N
N. Use existng handnole. the level landing area. does not have to reach more than 18°. — ] A e | o | s - (T0 BE REMOVED) DSETEEIETI\I:IIIIESEW%E{ L%/?\L\{E}IIDSC%RRLAT%?\I
0. Use existing conduit. 7. The 10’ separation between pushbuttons is to be measured from face of pushbuiton. DEPRESSED -
P. Use existing cabinet and controller. not center to center of pole. e FLAT :
8. Pushbutton arrows are to be pdrallel to the crossing for which they are Intended. AREA MD 1 1 7 ( CLOPPER RD ) AND
Q. Install handhole. K INGSVIEW RDAD
R. Remove existing handicapped ramp and install new curb and gutter with sidewalk as shown. 9. The contractor shall remove all unused wiring.
GERMANTOWN,

S. Remove existing handicapped ramp as shown.
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T. Install S1-1 and W16—TP(L) sign on 4x4 wood post as shown.

. . ' GEOMETRIC LEGEND —

U. Relocate existing object marker 38° to the west as shown. PROPOSED S SCALE 1= 20’ DATE 8/1998 CONTRACT NO.

V. Relocated object marker. EXISTING ——————" yi A | | | | ——r—

W. Existing overhead intercconnect cable. LEGEND OF LINDERGROUND [ DESIGNED BY__DBD COUNTY _ MONTGOMERY

ND_OVERHEAD UTILITIES
X. Existing underground interconnect cable. A:R'AL CABLE — A—a ) DRAWN BY LOGMILE ._15011707.30
Y. The contractor is to use caution while removing the existing curb and installing the ?E‘EE;HR?NE : : STREET Eﬁf;’fa‘mﬁrﬁ’f& LTD. s CHECKED BY TIMS No. K422
. . —ins. In Hwy.N¥.
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